TP-903WBC
TP-903WBB

FEATURES:

(TP-903WBB)

BOARD CAMERA

1/3" COLOR BOARD CAMERA
1/3" COLOR BOARD CAMERA WITH METAL CASE & BRACKET

Advanced circuit design for board camera in 420 TVL Lines(TP-903WBC) or 480 TV Lines

High sensitivity at 0.1Lux/F1.2(TP-903WBC) or 0.01Lux/F1.2(TP-903WBB)
With built-in 3.6mm board lens, F2.0

SPECIFICATIONS

MODEL

TP-903WBC |TP—905WBB

PI1CK-UP DEVICE

1/3 " Interline Transfer CCD

PICTURE ELEMENTS

NTSC: 512(H)X492(V)
PAL: 500(H)X582(V)

EIA: 510(H) X 492(V)
CCIR: 500(H) x 582(V)

HORIZONTAL RESOLUTION 420 TV Lines 480 TV Lines
GAMMA CORRECTION 0.45

ELECTRONIC SHUTTER Auto and up to 1/100,000(1/110,000) sec.

BACK LIGHT COMPENSATION Full Auto

AUDIO OPTIONAL

AUTO GAIN CONTROL Full Auto

AUTO WHITE BALANCE

ATW with MCT technology

LENS

3.6mm board lens/F2.0

S/N RATIO Over 48 dB

MINIMUM ILLUMINATION 0.1LUX / F1.2 0.01LUX / F1.2
POWER CONSUMPTION 110mA=+10% under DC12V

POWER SOURCE DC12V+10%

STORAGE TEMPERTURE -30 to +60

OPERATING TEMPERTURE -10 to +45

DIMENSIONS 32(L)x 32(W)mm

WEIGHT 15.8¢g

DISTRIBUIDO POR:
FABLET Y BERTONI S.A.
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